
C r i m p - V a l i d a t i o n

product: DELPHI PN 15304712

material: CUZN9

surface: SN

material thickness: 0,30 mm

cable type: FLRY-B

insulation ø [mm]: 2,20 - 3,00

seal:

cross section [mm²]: 1,5  |  2,5

strip length: 4,60 mm

core:

C-2.50-3.5-12

insulation:

I-3.50-2.5-12

anvil:

AS-2.50-3.50-7.2-3.0-0.4

AI-3.50-3.2-0.4

two piece anvil:

AC-2.50-3.75

DPN 10713752

DPN 10713831

DPN 10714184

DPN 10769936

DPN 10791620
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1,5 2,3030 x 0,26 200FLRY-B 1,60 2,60 3,20 3,65

2,5 2,8550 x 0,26 250FLRY-B 1,90 2,60 3,40 3,70

1,5 mm²: Validation meets all performance requirements but may deviate slightly from standard internal wing position guidelines.

Restricted use / For DIN cable DPN 15336260 is preferred.
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C r i m p - V a l i d a t i o n

DELPHI PN 15304712

1,60 mm

1,50 mm² = 30 x 0,26 mm

cable:

crimp height:

crimp width:

2,60 mm

1,90 mm

2,50 mm² = 50 x 0,26 mm

cable:

crimp height:

crimp width:

2,60 mm
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